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134-30 - SPECIAL GROUND FLOOR AND STREETSCAPE REQUIREMENTS

LAST AMENDED
5/27/2021

In the Southern Subdistrict, the ground floor and streetscape requirements of this Section, inclusive, shall apply to all
#buildings#.

134-31 - Transparency Requirements

LAST AMENDED
6/6/2024

(a)    Facing #Yankee Pier Plaza#

On #building parcel# E-2, the ground floor level #street wall# facing #Yankee Pier Plaza# shall comply with the
requirements of Section 37-34 (Minimum Transparency Requirements). For the purpose of applying these requirements,
such ground floor level #street wall# shall be considered a #primary frontage#, as that term is defined in Section 37-311
(Definitions).

(b)    Enclosed #secondary connections#

For any entrance to a #secondary connection# that is enclosed at the point of entry, 50 percent of the surface area of the
#street wall# of such #secondary connection# between a height of two feet and the height of the #secondary connection# at
the point of entry shall be glazed with transparent materials.

134-32 - Mechanical Screening Requirements

LAST AMENDED
5/27/2021

Mechanical equipment located on top of #buildings#, and below the maximum base height or maximum #building# height, shall
be screened with plantings, solid walls, or fences from the Open Space Subarea, as well as from any connections and open spaces
required pursuant to Section 134-40 (REQUIREMENTS FOR CONNECTIONS AND OPEN AREAS), inclusive.

https://zoningresolution.planning.nyc.gov/article-iii/chapter-7#37-34
https://zoningresolution.planning.nyc.gov/article-iii/chapter-7#37-311
https://zoningresolution.planning.nyc.gov/article-xiii/chapter-4#134-40
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